
                                                                         Qihan Technology Co., Ltd. 

Address: 20th Floor, Times Technology Building No.7028, Shennan Road, Futian, Shenzhen, China, 518040  
Tel: +86-755-8982 2999   Fax: +86-755-8982 2000 

 
Feature 

· Super Low Cost 

· High Resolution 

· Low Illumination: 0.1 Lux Color 

· Low Power Consumption: 273.8mW 

· CVBS 30/25Fps @27MHz 

· Auto Color to B/W 

· IR-CUT Support 

· Smart IR Control 

 

Model NO. QH-D206C-3 

VIDEO  

Image Device 1/3'' DIS 

TV System PAL/NTSC 

Effective Pixels 720(H)×480(V)  

Scanning System 2:1 Interlace 

Synchronization Internal 

Horizontal Resolution 600TVL 

Min. Illumination 0 Lux (LED on) 

S/N Ratio >52dB 

Video Output 1Vp-p,75ohm, BNC 

LENS 

Focal Length 2.8-12MM Manual varifocal lens 

OPERATIONAL 

Day & Night Auto (ICR) 

Backlight 

Compensation 
Auto 

Gain control Auto 

White Balance Auto 

Electronic Shutter 

Speed 
1/25 ~ 1/15,000sec 

Infrared LED 17EA 

IR Distance 20 m 

IR-CUT YES 

Infrared Spectrum 850nm 

ENVIRONMENTAL 

Operation 

Temperature 
-10℃ ~ +50℃ 

Storage Temperature -20~ +60℃ 

Water-proof Casing / 

ELECTRICAL 

Input Voltage/Current DC12V160mA 

Adapter Requirement DC12V1A 
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MECHANICAL 

Color white 

Bracket All-Oriented Bracket 

Dimensions (Φ)128mm×(H)91mm 

Net Weight 450g 

 


